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FIELD STAKED BY THE CONTRACTOR AND THEIR LOCATIONS APPROVED BY THE

OWNER'S REPRESENTATIVE PRIOR TO INSTALLATION.

4. SEE LANDSCAPE PLANS AND DETAILS FOR ADDITIONAL INFORMATION.
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WITH THE PROJECT ARCHITECTURAL AND MEP PLANS.
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5. THE MANHOLE FRAME AND COVER SHALL BE CENTERED ON THE PRECAST OPENING. UNDER NO CIRCUMSTANCES WILL AN
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SITE DRAINAGE PLAN NOTES

1. THE CONTRACTOR SHALL COORIDINATE/VERIFY THE EXACT SIZES, LOCATIONS, ELEVATIONS, OF ALL

PROPOSED BUILDING'S UTILITY SERVICES WITH THE PROJECT MECHANICAL, ELECTRICAL AND

PLUMBING DRAWINGS PRIOR TO ANY CONSTRUCTION OPERATIONS.

2. THE CONTRACTOR SHALL COORDINATE HIS WORK WITH THE WORK DONE BY THE RESPECTIVE

UTILITY COMPANIES.

3. CONTRACTOR SHALL COORDINATE EXACT LOCATIONS, SIZES, AND ELEVATIONS OF PROPOSED

BUILDING UTILITY SERVICES WITH THE PROJECT ARCHITECTURAL AND MEP PLANS.

4. INSTALL CLEANOUT TO GRADE 5' OFF FACE OF BUILDING ON ALL ROOF LEADERS.

5. THE MANHOLE FRAME AND COVER SHALL BE CENTERED ON THE PRECAST OPENING. UNDER NO

CIRCUMSTANCES WILL AN OFFSET FRAME AND COVER BE ACCEPTABLE. PRIOR TO FINAL PAVING, THE

CONTRACTOR SHALL CHECK ALL MANHOLE STRUCTURES TO ASSURE THE FRAME AND COVER IS

CENTERED ON THE PRECAST OPENING. THE CONTRACTOR WILL BE RESPONSIBLE FOR ALL WORK

REQUIRED TO CENTER FRAME AND COVER.

6. INSTALL "FERNCO" STYLE FLEXIBLE COUPLINGS AT ALL LOCATIONS WHERE JOINING PIPES OF

DIFFERENT MATERIALS AND/OR SIZES PER MANUFACTURER'S RECOMANDATIONS.

7. ALL PIPES AND FITTINGS SPECIFIED AS HDPE SHALL BE ADS N-12 WT (WATERTIGHT) PIPE AS

MANUFACTURED BY ADVANCED DRAINAGE SYSTEMS, HILLIARD, OHIO.

8. THE CONTRACTOR SHALL MAINTAIN EXISTING STORM SEWER FLOWS BY PUMPING OR OTHER MEANS

APPROVED BY THE OWNER'S REPRESENTATIVE DURING CONSTRUCTION OF THE PROPOSED STORM

SEWER IN LOCATIONS WHERE STORM SEWER ARE BEING INSTALLED, REPLACED OR RELOCATED.

HEIGHTS ROAD

7 ROWS - 110 L.F. - CULTEC 280HD

RECHARGERS WITH STONE ENCASEMENT

INV=73.79
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CLEANOUT

(TYP)

DISCONNECT AND

PLUG EXISTING PIPE

ALL RECHARGER 280HD HEAVY DUTY UNITS ARE MARKED WITH A

COLOR STRIPE FORMED INTO THE PART ALONG THE LENGTH OF THE

CHAMBER.

ALL RECHARGER 280HD CHAMBERS MUST BE INSTALLED IN

ACCORDANCE WITH ALL APPLICABLE LOCAL, STATE AND FEDERAL

REGULATIONS.

GENERAL NOTES

RECHARGER 280HD BY CULTEC, INC. OF BROOKFIELD, CT.

STORAGE PROVIDED = 9.21 CF/FT [1.83 m³/m] PER DESIGN UNIT.

REFER TO CULTEC, INC.'S CURRENT RECOMMENDED INSTALLATION GUIDELINES.

MAXIMUM ALLOWED COVER OVER TOP OF UNIT SHALL BE 12' (3.65 m)

THE CHAMBER WILL BE DESIGNED TO WITHSTAND TRAFFIC LOADS WHEN

INSTALLED ACCORDING TO CULTEC'S RECOMMENDED INSTALLATION

INSTRUCTIONS.

1-2 INCH [25-51 mm] DIA.

WASHED, CRUSHED STONE

CULTEC HVLV FC-24 FEED

CONNECTOR WHERE SPECIFIED

RECHARGER 280HD

HEAVY DUTY CHAMBER

CULTEC NO. 410 NON-WOVEN GEOTEXTILE

AROUND STONE. TOP AND SIDES

MANDATORY. BOTTOM PER ENGINEER'S

DESIGN PREFERENCE

PAVEMENT OR FINISHED GRADE

MIN. 95% COMPACTED FILL

71"

CENTER TO CENTER

47.0" [1193 mm]

12.0" [305 mm]

MIN.

DESIGN ENGINEER RESPONSIBLE FOR ENSURING THE

REQUIRED BEARING CAPACITY OF SUB-GRADE SOILS (TYP.)

8.0" [203 mm] MIN. FOR PAVED

10.0" [254 mm] MIN.FOR UNPAVED

12" CRUSHED STONE

26.5" [673 mm]

12" CRUSHED STONE

CULTEC NO. 66 WOVEN GEOTEXTILE (FOR

SCOUR PROTECTION) TO BE PLACED BENEATH

 INTERNAL MANIFOLD FEATURE AND BENEATH

 ALL INLET/OUTLET PIPES

12.0' [3.66 mm] MAX.

BURIAL DEPTH
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SCALE: 1" = 20'

ENLARGEMENT "B"

SCALE: 1" = 20'

N

VORTECHS MODEL 2000

OR APPROVED EQUAL

VORTECHS MODEL 2000

OR APPROVED EQUAL

3 ROWS, 4' X 8' BOX CHAMBERS @ 100 LF. EACH

INV EL: 77.80 (SEE DETAIL, SHEET C9.5)

3 ROWS, 4' X 8' BOX CHAMBERS

@ 96 LF. EACH

INV EL: 77.00

(SEE DETAIL, SHEET C9.5)

SITE DRAINAGE PLAN NOTES

1. THE CONTRACTOR SHALL COORIDINATE/VERIFY THE EXACT SIZES, LOCATIONS, ELEVATIONS, OF ALL PROPOSED BUILDING'S

UTILITY SERVICES WITH THE PROJECT MECHANICAL, ELECTRICAL AND PLUMBING DRAWINGS PRIOR TO ANY CONSTRUCTION

OPERATIONS.

2. THE CONTRACTOR SHALL COORDINATE HIS WORK WITH THE WORK DONE BY THE RESPECTIVE UTILITY COMPANIES.

3. CONTRACTOR SHALL COORDINATE EXACT LOCATIONS, SIZES, AND ELEVATIONS OF PROPOSED BUILDING UTILITY SERVICES

WITH THE PROJECT ARCHITECTURAL AND MEP PLANS.

4. INSTALL CLEANOUT TO GRADE 5' OFF FACE OF BUILDING ON ALL ROOF LEADERS.

5. THE MANHOLE FRAME AND COVER SHALL BE CENTERED ON THE PRECAST OPENING. UNDER NO CIRCUMSTANCES WILL AN

OFFSET FRAME AND COVER BE ACCEPTABLE. PRIOR TO FINAL PAVING, THE CONTRACTOR SHALL CHECK ALL MANHOLE

STRUCTURES TO ASSURE THE FRAME AND COVER IS CENTERED ON THE PRECAST OPENING. THE CONTRACTOR WILL BE

RESPONSIBLE FOR ALL WORK REQUIRED TO CENTER FRAME AND COVER.

6. INSTALL "FERNCO" STYLE FLEXIBLE COUPLINGS AT ALL LOCATIONS WHERE JOINING PIPES OF DIFFERENT MATERIALS AND/OR

SIZES PER MANUFACTURER'S RECOMANDATIONS.

7. ALL PIPES AND FITTINGS SPECIFIED AS HDPE SHALL BE ADS N-12 WT (WATERTIGHT) PIPE AS MANUFACTURED BY ADVANCED

DRAINAGE SYSTEMS, HILLIARD, OHIO.

8. THE CONTRACTOR SHALL MAINTAIN EXISTING STORM SEWER FLOWS BY PUMPING OR OTHER MEANS APPROVED BY THE

OWNER'S REPRESENTATIVE DURING CONSTRUCTION OF THE PROPOSED STORM SEWER IN LOCATIONS WHERE STORM SEWER

ARE BEING INSTALLED, REPLACED OR RELOCATED.

TRENCH DRAIN TD-01

GRATE=84.5

INV OUT=82.20

MANHOLE RISER FOR

CLEANOUT (TYP)
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(2) 4" SCHEDULE 40

ELEC.CONDUITS

(2) 4" SCHEDULE 40

ELEC. CONDUITS

(2) 4" SCHEDULE 40

ELEC.CONDUITS

3" D.I.P

3" WATER METER PIT

6" D.I.P

10" X 6" X 3"

TAPPING SLEEVE WITH 6" VALVE

10" X 6" TAPPING SLEEVE

WITH 6" VALVE

10" X 6" TAPPING SLEEVE

WITH 6" VALVE

6" X 6" X 3" TEE

3" D.I.P DOMESTIC

WATER SERVICE

3" WATER METER PIT

6" D.I.P FIRE

SERVICE

TOWN OF DARIEN STANDARD

FIRE HYDRANT (TYP)

(2) 4" SCHEDULE 40

ELEC.CONDUITS

(2) 4" SCHEDULE 40

CATV CONDUITS

CATV PULLBOX

(2) 4" SCHEDULE 40

CATV CONDUITS

GREASE TRAP

PROPOSED STORM

MANHOLE (TYP)

PROPOSED

CATCH BASIN (TYP)

6" D.I.P

PHASE 1

TRANSFORMER

TEL-DATA PULLBOX

(2) 4" SCHEDULE 40

CATV CONDUITS

(2) 4" SCHEDULE 40

TEL-DATA CONDUITS

GAS CONNECTION (SEE NOTE)

(2) 4" SCHEDULE 40

TEL-DATA CONDUITS

(2) 4" SCHEDULE 40

TEL-DATA CONDUITS

GAS CONNECTION (SEE NOTE)

S

SITE UTILITY PLAN LEGEND

UNDERGROUND ELECTRIC

ELECTRIC MANHOLE

SANITARY SEWER

SANITARY MANHOLE

WATER MAIN

FIRE SERVICE

WATER METER/GATE

FIRE HYDRANT

TEL-DATA - BURIED

TEL-DATA MANHOLE

SITE LIGHT

F-HP

PW

SS

E

TEL-DATA

WM

4" PL GAS

3" PL GAS

(2) 4" SCHEDULE 40

CATV CONDUITS

PROPOSED UTILITY POLE

(BY EVERSOURCE)

PROPOSED UTILITY POLE

(BY EVERSOURCE)

(2) 4" PVC SCHEDULE 40

ELEC. CONDUITS

(CONCRETE ENCASED)

PROPOSED UTILITY POLE

FOR OVERHEAD BANK SERVICE

(BY EVERSOURCE)

HEXAGONAL HANDHOLE

(2) 4" PVC SCHEDULE 40

ELEC. CONDUITS

(CONCRETE ENCASED)

HEXAGONAL HANDHOLE

(2) 4" PVC SCHEDULE 40

ELEC. CONDUITS

GREASE TRAP

GREASE TRAP

SITE UTILITY NOTES

1. UNDERGROUND UTILITY, STRUCTURE AND FACILITY LOCATIONS DEPICTED HEREON HAVE BEEN COMPILED, IN PART, FROM RECORD MAPPING AND OTHER DATA SUPPLIED BY THE RESPECTIVE

UTILITY COMPANIES, GOVERNMENTAL AGENCIES AND/OR OTHER SOURCES.  THESE LOCATIONS MUST BE CONSIDERED APPROXIMATE IN NATURE.  ADDITIONALLY, OTHER SUCH DATA MAY

EXIST ON SITE, THE EXISTENCE OF WHICH ARE UNKNOWN TO TIGHE & BOND.  THE EXISTENCE, SIZE AND LOCATION OF ALL SUCH FEATURES MUST BE DETERMINED AND VERIFIED IN THE

FIELD BY APPROPRIATE AUTHORITIES PRIOR TO CONSTRUCTION @ CALL-BEFORE-YOU-DIG 1-800-922-4455.

2. THE CONTRACTOR SHALL ADJUST THE TOP OF FRAME/GRATE ELEVATIONS OF ALL EXISTING AND PROPOSED SANITARY/STORM/WATER MANHOLES, CATCH BASINS, AREA DRAINS, VALVE

COVERS AND APPURTENANCES, WITHIN THE PROJECT LIMIT LINE TO MEET THE PROPOSED GRADES.

3. THE CONTRACTOR SHALL COORIDINATE/VERIFY THE EXACT SIZES, LOCATIONS, ELEVATIONS, OF ALL PROPOSED BUILDING'S UTILITY SERVICES WITH THE PROJECT MECHANICAL, ELECTRICAL

AND PLUMBING DRAWINGS PRIOR TO ANY CONSTRUCTION OPERATIONS.

4. THE CONTRACTOR SHALL COORDINATE HIS WORK WITH THE WORK DONE BY THE RESPECTIVE UTILITY COMPANIES.

5. THE CONTRACTOR SHALL MAINTAIN EXISTING STORM SEWER FLOWS BY PUMPING OR OTHER MEANS APPROVED BY THE OWNER'S REPRESENTATIVE DURING CONSTRUCTION OF THE PROPOSED

STORM SEWER IN LOCATIONS WHERE STORM SEWER ARE BEING INSTALLED, REPLACED OR RELOCATED.

6. THE CONTRACTOR SHALL MAINTAIN SANITARY SEWER FLOWS BY PUMPING OR OTHER MEANS APPROVED BY THE OWNER'S REPRESENTATIVE DURING CONSTRUCTION OF THE PROPOSED

SANITARY SEWER IN LOCATIONS WHERE SEWERS ARE BEING INSTALLED, REPLACED OR RELOCATED.

7. WATER AND FIRE PROTECTION SERVICES, HYDRANT ASSEMBLY, AND ALL WATER MAIN TAPS SHALL CONFORM TO THE REQUIREMENTS OF AQUARION WATER COMPANY.

8. FOR ADDITIONAL INFORMATION, SEE DETAIL SHEETS

9. GAS CONNECTIONS SHOWN FROM ASSUMED NEW GAS MAIN LOCATION IN HEIGHTS ROAD. COORDINATE ACTUAL CONNECTION LOCATION WITH EVERSOURCE GAS.

BUILDING 1A

BUILDING 1B

BUILDING 2E

BUILDING 2C

BUILDING 2D

4" PVC SANITARY

LATERAL TO GREASE

TRAP

6" PVC SANITARY

LATERAL

6" PVC SANITARY

LATERAL

6" PVC SANITARY

LATERAL

4" PVC SANITARY

TO GREASE TRAP

4" PVC SANITARY TO GREASE TRAP

6" PVC SANITARY

LATERAL

6" PVC SANITARY

LATERAL

SITE LIGHT (TYP)
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